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True Belden Equals

2115
4100
3140
4130
8100
3135
7395
7465
4165
7320
(0]
4170
7325
6145
0175
0170

True Alpha Equals

7515 3130
7525 8100
7535 7320
7545 7325
7555 6140
7560 6145

7565 4165
7570 4170
6130 3140
6100 7315
4100 7465
1181/15C 4105 7395
1181/20C 4110 3135
1181/25C 4115 8105

Quabbin® stocks over 250 products in a variety of colors

Quabbin® Wire & Cable Co., Inc.
10 Maple St.
Ware, MA 01082
800.368.3311
www.quabbin.com
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cable Constructions _acket Materials Color Coding/tdentification
*  Maximum size 1” outside diameter * Lead-Free Compounds «  Spiral colored stripes

«  Multi-conductor 2-75 conductors Various types of Imprinted numbers or legend
*  Multi-pair 2-50 pairs polyvinylchloride (PVC) Longitudinal colored stripes
+  Small diameter coaxial Polyethylene (PE) Printed tape wraps
* Round, oval or shotgun cross- Various types of Polyurethane Private Labeling
sections (PUR) Footage Marking
*  Hybrid mixture of components Various types Thermoplastic
Elastomers (TPE) N
Low Smoke/Zero Halogen SMLCLO[LV\/@ 5 Tape TﬁPCS

Copper Conductors

+  8AWG to 30 AWG

* Tinned

+  Silver Plated

* Bare

»  Solid

+ Stranded
tnsulation Materials

» Various types of
polyvinylchloride (PVC)

» High/Low density polyethylene
(PE)

* Polypropylene (PP)

»  Foam Polypropylene (FPP)

« Foam Polyethylene (FPE)

+ Various types of Thermoplastic
Elastomers (TPE)

»  Composite or dual-layer

(LSZH)

Filler Material

Solid poly rods
Fibrous poly

Rope or cords
Strength members

AppLLaatLo ns

Audio

CAD/CAM

Communication

Computer Interconnection
Control (300V and 600V)
Direct Burial Roadway Loop
Instrumentation

Low and Mid Capacitance
Power Limited Tray
DataMax® Commercial Data
Cat 5e - 100MHz

Cat 5e - 350MHz

Cat6

Cat 6a

DS-3 Coax

IBM Type 6

T-1, E-1, DS-1, xDSL

DataMax® Extreme Industrial Ethernet

Continuous Flex

Aluminum polyester foil with drain
wire

Foil-free edge aluminum polyester for
isolated shields

Braided or served copper wires
(typically 34-40 AWG)

Jacket-bonded foil tapes

Clear polyester or nylon tape

LSZH foil and binder tapes

cable Packaging

Wooden reels 12”-40”
Plastic 10.5” and 12” reels
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